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Environmental Quallty Management, Inc. Portage Creek TCRA
Technical Memorandum for SA6 Contammated Sediment Removal

1. INTRODUCTION

Environmental Quality Management, Inc. (EQ) has been tasked with performing a time—crijtica_l-

" removal action (TCRA) to remove polychlorinated biphenyl (PCB) contaminated sediments from
- targeted locations over a 1.8-mile section of Portage Creek. The Portage Creek Area Site (Site)
is a portion of the Allied Paper/Portage Creek/Kalamazoo River Superﬁlnd Site. Located in-
Kalamazoo County, Michigan, this site is perv_asively contaminated with PCB‘s as a result of
historic waste practices associated with several paper mills. The Site was listed on the National
Priorities. List (NPL) on August 30, 1990. The Portage Creek Site is located in the City of
* Kalamazoo, Michigan, beginning at East Cork Stréet and extending northward approximately 3
. miles to the conﬂuence of the Kalamazoo River. Activitiés _associated witn this réemoval action |
are anticipated to occur in segments along a 1.8-mile stretch of Portage Créek. Work activities
will move do_wnstream primarily between Reed Aventle to East Walnut Street bridge, South -
Pitcher Street bridge to the railroad crossing west of Rochester Street, and the bend in Portage
Creel_g east of lRochester Street to the confluence with the Kalamazoo River (Figure 1, Site
Location Map).. - ' |

A comprehenswe descnptron of the pI‘O_]eCt is provided in the Work Plan (composed of sedlment

~ removal area Technical memorandums and other site documents) for the Portage Creek Area

- Time-Critical Removal Action. The section of Portage Creek targeted for actlon has been drvrded
into 10 drstmct removal areas (Figure 2, Sedlrnent Removal Areas). The areas targeted for
removal will be feferred to as SA1-A, SA1-B, SA1-C, SA3-A, SA5-A, SAS-C, Axtell Creek,.
SA5-D, SA6 and SA7. This technical memorandum will focus on establishing support facilities
and contaminated ‘soil removal operations in the SA6 Area. Approaches descnbed in this
technical memorandum supersede all other removal approaches discussed to date i in related

submittals.
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Env1ronmental Quahty Management, Inc. | | . Portage Creek TCRA
~ Tectinical Memorandum for SA6 Contammated Sedlment Removal .

2. PROJECT PREPARATION

- EQ Wi_ll'perforrn the following activities to.pre_r)are the Portage Creek Area Site for contaminated

sediment excavation in SA6.

- 21.  Limb and Brush Reniowfal Support for Pre-Survey SA6

EQ vviﬂ provide a foreman and three laborers to remove lrmbs a_nd.brushl to enable the USEPA
FIELDS Group to acquire line-of-site access for survey instruments and to obtain preliminary
elevation data to create design drawings for sediment removal in Area SA6. Crews will be
equipped with hand saws, looping shears and pole pruners Crews will clear limbs and brush to

open transect lines at grids SA6-1 through SA6-14 to create line-of-sight access for survey
' instruments. This effort is expected to ,_be completed in 6 to 8 workday_s.

2.2  Pre-excavation Sampling of Data Gap Area SA6
2.2.1 Sampling

* EQ will conduct sampling at dredging area SA6 to further define the extent of contauiinarion and
. to finaljze the removal depths required SA6 grids that require pre-dredging sampling are. SA6-1; .
SA6-6, SA6-10, SA11, SA6-13, and SA6-14. Sampling efforts will be performed Jomtly with the
USEPA START- Contractor EQ will supply sampling equipment and supplies. The START -
representative will be responsible for sample preparation and labeling, completing cham-of-
. custody, and packaging samples for shipment. .Details regarding sampling’, procedures, and
protocols are presented in the Field Sampling Pian (FSP) and the Qual_ity Assurance Protection
'Pla.t'll (QAPP). In addition, EQ will collect samples so that waste characterization analyses can be
condueted as part of the process for securing disposal acceptance of the TSCA waste - '

soils/sediments and Subtitle'D waste soils/sediments.
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222 Analyses

EQ will provide labor’ato:r‘y analyses of the collected samples. Details regarding sdmple én_alyses,

" turnaround time, and QAQC-levels are presented in the FSP and QAPP. .
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Technical Memorandum for SA6 Contaminated Sediment Removal

3. SA6 CONTAMINATED SEDIMENT REMOVAL

" The SA6 dredging area lies to the north of the East Stockbridge Avenue bridge and extends north

to the Lake Street bridge. It is bordered on the east by the Grand Elk railroad, property owned by
the School District of Kalamazoo, and a private residence. Property én the west side of Portage
Creekisa maiﬁtenance vehicle yard owned by the City's qulic Services Depértment._The
sediment removal depth extends from 18 to 36 inches below the existing creek bottom whiqh

 includes an estimated 6 inches of over-dredge depth.

The overall surface area of the dredging is anticipated to be approximately 3,491 squaré yards
(sy). The approximate overall dimensions are 895 ft long by 36 ft wide. EQ will dredge.

. sediments that will require TSCA disposal (approximately 28 cubic yar_ds (cy)) and sediments
requiring non-TSCA disposal at a Subtitle D Landfill (approximately 2,380 cy). The SA6 |
Dredging Area is subdivided into 14 grids (SA6-1 through SA6-14). All 14 grids will have
sediments that requiré noh-TSCA disppsal. SA6-14is the only grid that requilres TSCA dispoﬁal.
The sediment dredging areas are depicted in Figure 3, SA6 Dredging Areas. When dredgi'ng
o_perations are conducted in Grid SA6-14, EQ will first remove the TSCA soils in SA_6-1_4 prior
to removing the Subtitle D materiai. Dredging in this manner will allow for segregation of the
TSCA material from the Subtitle D_r_naterial. Table 1 summarizes exéavation'=inf0rmatioh

- specific to Area SA6, | ' |

e Table 1. Excavation Details

Excavation Removal Surface Area/Volume of Surface Area/Volume of
Area_ | . Dimensions | Depth TSCA Soils . ' Subtitle D Soils

SA6-] 29.5°Wby 71’L 187, | 0/0 o 2094 sf/l16cy
SA6-2 33.5° Wby 69’ L 18” 0/0 . 2311 sf/128 ¢y

| SA6-3 36°Wby64' L 1 307 : - 0/0 : 2304 sf/213 cy _
SA64 |34 Wby70'L 307 00 2380 s£/220 cy
SA6-5 300 Wby76’L [ 367 00 . - © 0 2280 sf253 ¢y
'SA6-6 30 Wby 79’ L - 367 00 2370 sf/263 cy

"1 SA6-7 - | 375 Whye0'L 18” 0/0 : 2250 sf/125cy
SA6-8 [ 42°Wby67' L 18” _ 0/0 2981 sf/166 cy °
SA6-9 445 WbyS6’L | 18 B 0/0 B 2492 sf/138 cy
SA6-10 - 42.5° Wby S7' L 18” ' : 0/0 - 2422 sf/135 ¢y
SA6-11 38 Wby57L 18” ' 00 . 2166sf/120¢cy
SA6-12 37.5° Wby S7T' L 30” ' 0/0 ' - 2137sf/198 ¢y |
SA6-13 [ 37Wbye4 L | 30" 0/0 2368 sf/219 cy

SA6-14 [37Wbys6e L | 307 302 sf/ 28 cy 1770 sf/164 cy
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Envuonmental Quality Management Inc. ' Portage Creek TCRA -
‘Technical Memorandum for SA6 Contaminated Sedlment Removal

3.1 Pre-Sediment Removal Preparation
3.1.1 _Waste Characterization Sampling of TSCA/Subtitle D Soi_l- '

EQ will collect characterization soil samples of the TSCA and Subtitle D soils priorto
excavation. The EQ FSP dated August 2011 provides information on the number of samples,
collection method, and exact analyses to be performed Both the TSCA and Subtntle D waste

soils will be analyzed for landﬁll disposal parameters.

3.1.2 Pre-Sediment Removal Condition Assessment

EQ will provide a striictural engineer to perforrn a pre-sediment removal assessment of
constrncted features in and adjacent to the creek channel excavation areas. These cnnstructed
features include but are not limited to bridges, storm éeWer outfalls, retaining walls, building
foundations, and fences. The structural engineer will:

o Inventory the constructed features in the work zones by performing a physical inspection and
construction records review.

e Document the pre-existing condition with a written assessment and photographs: - E

e Prescribe protective measures to maintain the current condltlon such as (but not 11m1ted to)
safe set-back distance, shielding, and shoring. '

3.1.3 Relocation of Fence Line - °

EQ will need to temporarily modify the current boundary fence configuration for the Kalamazoo
‘Public Se_fvices.Facility locate_d at 410 Stockbridge Avenue. This will require modifications to
the south and east fence line to allow EQa sufficient work area along the west side of the creek _
while remaining isblated fro_m operations’ at the Kalamazoo -Public Services F acility. EQ will
temporarily relecate the fence line from SA6:-1 to SA6-8 to prepare the_ site for further work and |
to maintaih site security. This wili also require installing a temporary eéntrance gate that will -
| allow access to and from the work area from Stockbridge Avenue. A Second gate will be -
installed between the Ice Rink Building and the Storage Building to allow the city access to the
southeast large bay door on the Ice Rink Building while perm_itt'ing EQ access lfo space between |

buildings to allow sediment transfer trucks to turn around. EQ will also rnodif_y the fence

33 December 2011



Envnonmental Quality Management Inc. | Portage Creek TCRA
. Technical Memorandum for SA6 Contaminated Sediment Removal

alignment in the northeast corner of the property to improve acce.ss for clearing and’ grubbing,

and permit long-reach excavator access for sediment removal in SA6 Grids 13 and 14. This will _
involve moving the fence back approximately 20 feet near Lake Avenue to <8 feet as the fence
alignment approaches the Ice Rink Building. The temporary fence alignment and location of

gates are depicted in Figure 3, SA6 Infrastructure F eatures.

EQ will procure a subcontractor to relocate the fence line. The fencing subcontractor will install
new l_ine/corner/anchor posts -i_n the ag'r_eed-upon'alignr_nent with the City. The subcontractor will
disassemblei the existing fence line by removing the chainlinkl fence fabric and appurtenances
‘and relocate/install it on the new line/corer/anchor posts Original line posts will tben be

_ removed and either staged in a protected area for re-use or disposed of as scrap if not suitable for

- re-use. New fence appurtenances will be prov1ded where existing items cannot be re-used.

3.1.4 Clearing and Grubbing of Access Road and Excavation Area

EQ will clear and grub the western bank of the creek channel along the entire length of SA6 to
facilitate dewatering pipeline installation, dredging, and removal of contaminated sediments off
site. Clearing and grubbing of vegetation will extend from south of the Lake Street bridge to jus’t'
north of the Stockbridge bridge crossing; along the westet’n creek bank edge. EQ will selectively
ciear vegetation from the eastern bank, printarily by removing limbs and b_ranches that encroach
the dredging area. 'EQ intends to preserve the vegetative cover along the eastern bank as much as
possible. EQ also intends to perform all clearing and grubb‘ing._in such a manner to protect the .
~ root mass in the overall work area to maintain soil stability. EQ will use a brush hog mower
affixed to a posi-track loader to clear uniderbrush from the western creek bank where acce551ble
The western creek bank in many locations along the creek channel has a steep grade with 5 ft to
7 ft of relief. The brush hog opération will be conducted perpendicular to tbe creek bank to

permit the operator to work in the safest. manner.

" Tree removal along the southern half of the SA6 work area is complicated by the presence of
aboveground high-voltage electric power lines and telecommunication lines. These lines are
installed over the creek channel or extremely close to the stream channel from the bridge at

Stockbi'idg'e Avenue north approximately 500 ft. EQ has contacted Consumers Energy
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Corporation and has determined that it is not possible to temporarily relocate or shield the high-

voltage electric lines.

Therefore, a-manlift will be used to climb and surgically remove tree trunks. Lirobs and trunk
sections will be secured with non-conductive ropes/cables and lowered to the ground to prevent
contact with the power lines. Laborers equipped with chain saws, looping shears, and pruning
saws will then fell trees along the western creek bank. Tree felling will be supported by an
excavator with a thumb attachment, and a rubber-tire loader to assist with handling and
processing of vegetation. Tree tops and tree trunks will be handled as described in the EQ
Debris Management .Plan Dated September 2011. |

3.1.5 Environmental Controls

EQ will install environmental controls per requirements established in the EQ Sedimentation and
Erosion Control Plan dated September 2011. These environmental controls will include the
~ following Best Management Practices (BMPs):

" o Storm Drain Inlet Protection—EQ Will install filtration fabric in storm drain inlets- m the EQ
work area as well as potentially affected inlets in the Kalamazoo Public Service Yard, and
along Stockbridge Avenue 100 ft east and west of EQ’ s construction éntrance.

e Construction Entrance—EQ will install a construction entrance off Stockbndge Avenue
through the greenbelt up to the paved southeast corner of the Kalamazoo Public Services
Facility. The construction entrance will consist of an 8-ounce geotextile underlayment with a .
6-inch-thick layer of 1- to 3-inch rock or HDPE construction mats. The constructlon

- entrance will be approximately 15 ft wide.

o Tire Wash Station—EQ will install and operate a tire wash station at the south end of the
construction entrance. The tire wash station will consist of a steel box with a steel-grate
cover suitable for supporting loaded dump trucks. After each truck is loaded with exhumed -
sediment, laborer(s) equipped with high-pressure water washer(s) will spray off the dirt from
truck tires as they pass through the tire wash station prior to exiting the site. The dislodged
dirt and water will be captured in the steel box containment. Wash waters will periodically
be pumped or trucked to the waste water treatment plant to maintain suitable storage

~ capacity. Additional periodic maintenance will be required to remove sediment
-accumulations, which will be solidified and loaded into transfer trucks to be shipped to the
John Street TCRA staging pad. ' :

e Paved Surface Management—EQ will prov1de a power broom w1th a water tank to perform
housekeeping of the paved work areas.
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° Dust Control—EQ will provide a water truck for dust control for the mixing area and truck
route. ' ’

o Fuel Station—EQ will provide a double-wall 500-gallon fuel tank near the work area for
fueling heavy equipment and pumps. EQ will also provide emergency spill control kits that
will include drums, oil dry, adsorbent pads, and a boom to address small spills.

e Sediment Curtain—EQ will install one or more Type II sediment curtains downstream of
sediment removal operations and will also install one sediment curtain downstream of the
Lake Street Bridge perpendicular to the stream flow. Additional curtain(s) will be installed
downstream of the cofferdams and bypass pumping discharge pads.

e Silt Fehee;EQ will install a silt fence at the bottom of the slope between SA6-5 and SA6-8
and will install a silt fence along the east side of the length of the construction entrance.
Additional silt fencing will be installed as needed. '

e Mulch Blanket—EQ will install a mulch blanket at the bottom of the slope between SA6-5
and SA6-8. EQ will install additional mulch blanket as needed. _

e Rock Dlscharge Box(es)—When EQ isolates an excavation area, bypass pumpmg will be
requiréd to maintain creek flow. EQ intends to address the entire sediment removal area by
dividing it into four isolated sections and completing dredging, post removal toe-of-bank
stabilization, and backfilling one isolated section at a time before isolating an adjacent
section. This may be modified by adding sections if a particular section’s dewatering load is
determined to be greater than the capacity of the waste water treatment plant. Therefore, EQ
will install one or more rock discharge boxes downstream of each isolated section through
which the discharge lines of the various bypass pumps will be directed to release their water.
The rock discharge box will consist of a 16- to 20-cy rock miser box partially filled with a 2-
foot-thick layer of 1- to 3-inch rock placed on the bottom and multiple perforations through

~ the box’s side walls to allow water to exit the box at a dissipated rate. These box(es) will be
moved as work progresses. :

o Turbidity Monitoring Statlon—EQ will establish turbidity momtormg statlon(s) to momtor
the turbidity levels during removal operatlons

Additional environmental controls will be implemented as needed to supplement pre-
construction controls as work progresses and site features are 1mpacted by the sedlment _

remedlatlon act1v1t1es

3.1.6 Access Road Construction

EQ’s work area access to the creek will be limited to the eastern portidn of the Kalamazoo Public
Services faeil_ity from Stockbridge Avenue north to the south end of the Ice Rink Building and
from the west creek bank west to the east side of the Storage Building, with the exéepﬁon of the
space between the Ice Rink Building and the Storage Building where sediment transport trucks
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will be allowed to turn around. The access road will serve as a work bench for the excavators-
when removing sediments from the top of the creek bank, and as a service road to allow

sediment transfer vehicles to enter the site; be loaded with sediment, and exit the site to transfer
mater1a1 back to the John Street TCRA support facrllty to stage and stabilize sediments prior to -
shipment for final disposal. Transfer trucks will enter and exit the sediment removal area through»

this access road

The access roadway will be created parallel to the west bank of the creek channel, This access
roadway will extend back to the southeast corner of the maintenance building, traversing over
paved and vegetated covered areas. EQ will make no improvements to the roadway route when

~ traversing over paved locations.

EQ will install an 8-ounce geotextile underlayment with a 6-inch-thick layer of - to 3-inch rock
covered by a 2- to 3-inch layer of <1 inch gravel or utilize construction mats when traversing
over vegetated areas. This roadway will be 20 feet wide where possible to allow for 2-way truck

't,rafﬁc, and a minimum of 12 feet wide where space is limited.

3.1.7 Dredging Area Isolation

- EQ will install a series of sheet pile cofferdams to isolate the dredging areas and facilitate
dredging area dewatering to permit “dredging-in-the-dry” of the contaminatéd sediments. EQ
intends to subdivide SA6 dredging into four isolated sections to facilitate sediment removal
operations. The proposed isolated sections are SA6 1-2, SA6 3-7, SA6 8-14 and SA6 8. EQ
‘may modify this approach once the dredging act1v1ty has started if groundwater recharge
conditions exceed waste water treatment system capac1ty In addition to installing cofferdams
across the creek channel, EQ may lnstall smaller 3-sided cofferdams around storm drain outlets
to-further isolate the dredging areas from storm water drainage. There are fou_r:known outlets
that will require cofferdams. EQ may set bypass pumps and appropriate hcses/pipirtg to facilitate

pur_rrpirig from the storm outlets to downstream of the excavation areas.

These cofferdams will be completed to an elevation approximately 6 inches above the average

creek water level elevation. The elevation completion height has been speciﬁed by USEPA to
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allow storm water overflow into the isolated excavation area in the event of bypass pumping

failure and/or a storm event to prevent upstream flooding due to sediment removal operations. |

3.1.8 By-Pass Pumping

EQ will provide a dewatering subcontractor to perform bypass pumping operations and isolated
dredging area dewatering. Bypass pumping Will consist of 'rerbuting three distinct sources of
water away from the isolated dredging area_;md discharging it back into the creek below the
downstream isolation cofferdam. The three water sotirces are listed below:
e Creek channel flow -
e Storm water outlet flow
e Groundwater recharge to creek
Créek channel bypass pumping will consist of capturing the stream flow from the creek from
above the upstream isolation cofferdam and pumping it past the downstream.isolation cofferdam ‘
and discharging captured creek waters on the rock discharge pad installed -by EQ. Bypass.
* pumping capacity will be specified to exceed 2 times the average creek flow of approximately 45
cfm. The subcontractor will also be reqﬁired t6 provide redundant pumps and ancillary ‘
equipment ‘t(') allow for maintenance of the pumping systems without impacting dredging -
operations. There will be exceptions to this specification when performing bypéss pumping
around the SA6 1-2 isolation area where suitablé work space is unavailable to operafe multiple
- 24-inch discharge lines for redundant pumping systems. Bypass pumping operations will be
described in the subsequent water management _sﬁbsectién. The bypass pumping sysfenis-wi_l_l be

installed concurrently with installation of the up/downstream isolation cofferdam.

Storm water outlet byﬁass pumbing will be ﬁerformcd as needed from storm sewer outfall(s) that
have been coffer dammed to prevent flow into an active excavation area. There are four known
storm water outlets into the SA6 dredging area. One 30-inch and one 12-inch outlet will- impact
the isolated dredging area SA6 1-2. One 10-inch outlet will impact the isolated dredging area
SA6 3-7, and one 24-inch outlet will impact dredging area SA6 9-14. Pumps and ancillary
eqﬁipm_ent will be sized to meet the maximum capacity of the storm seWer ou_t.lets into the SA6

dredging area.
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Groundwater bypass pumping will be performed to minimize gromdwater recharge to the

: isolated éreek dredging areas to minimize dredging area sediment dewatering and subsequent

waste water treatment. Groundwater bypass pumping will be accomplished by installing |

groundwater depression wells and pumping systems outside of the cregk channel boundaries to

depress the groundwatér table below the maximum excavation depth. The size, number, and
loc':atio_n of depression wells will be subj'ect to land access outside the creek channel footprint.

| G__roundwate‘f will be direct discharged into the creek channel downstream ont(; the rock

discharge pad.

~ 319 Dredging Area Dewatering
EQ will provide a dewatering subcontractor to perform isdlated'dredg‘ing area dewatering. The |

* subcontractor will first pump standing water from the isolated section and di_schargé it into the
10-inch pipeline to transfer wéte_:r to the waste water treatment plant located at the John St__reét
TCRA Support Area. The subcontractor will install a series of 1-inich sipper wells using an
excavator withjettiﬂg probe. The sipper wells will consist of 1-inch tubes covered by a -
geotexti_lc sleeve jetted to an approximaté depth of 10 feet below the creek bottom éurface
elevatioh. Tubing will connect the sipper wells through a valve control box at 100—f00t intervals
that will be connected to the manifold pipe. The manifold pipe will be connected to a vacuum
pump that discharges into the 10—inch pipeline that transfers récovéred water to the waste water
treatment pl'antl. A va,cluum will be placed on the sipper wells to extract water from the sediment.
Several days of pumping will be permitted prior to the start of dr.eldgi,ng to remove the maximum
amount of moisture from the sediments prior to dredging. This will facilitate sediment removal
with minimal solidification at the removal afca. Mihimizing water content in sediment has the
followihg b,eneﬁts;' ' ‘ _

. Requires less solidification ﬁaterial, thus Iowér_i_ng purchase cost.of solidiﬁcation material.

e Decreases water weight in sediment, thus reducing disposal cost by reducing disposal
tonnage. - _

e Decreases voh_xme of solidification material, thus decreasing waste volure and tonnage
. disposal costs.

e Reduced use of solidification material reduces dust control issues associated with A
solidification.
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The end result is a cost and safety benefit.

3.1.10 Pre-Excavation Toposurvey

EQ will coordinate with the EPA FIELDS Group to perform a pre-excavation survey of the
removal aréa to fill in data gaps not captured when surveying the transect lines. This survey data
. will be used for multiple purposes. First, it will document .the pre-removal topographical
condition of the creek channel. This serves as a baseline to measure the performance 'o-f |
contaminated sediment removal and creek channel stabilization/backfill activities. To

B apcomplish this, the survey data will then be loaded into t_he Real Time Kinetics—Global

~ Positioning System (RTK-GP.S) equipmenf'mouhted in the excavators used for dredging to guide
exéavationfbackﬁl_l‘ effortsn and ensure the lateral/vertical extent of contarhinated scdiment_

removal and backfill restoration is performed correctly.

.32  Contaminated Sediment Removal
32.1° Water Management

Bypass pumping opera'tio.ns will begin subsequent to completion of the dredging area isolation

and installation of the bypass pmhping systems. Bypass pumping will operate 24 hours per day

7 days per week until the isolated dredging area is dredged, the area is confirmatory

's_urveyed/sampled, toe of bank stabilization is completed, and thé area is backfilled. Bypass

pﬁxﬁping will be terminated during rain and associated flooding events that exceed pumping
capacity, and creek flow. will be permitted to enter the isolated dredging area; bypass pumping |

| will resume subsequent to flood crest. The discharge of bypass pumping waters will not require a

Substantjal Requiréments Document (SRD).

Isolation area dewatering bpérations will begin subséquent to installation of the pumping system
equipment. The dewatering pumping system will be operated 24 hours/day 7 days/week until the
isolated dredging area is dredged, the area is conﬁnnatofy surveyed/sampled, bank stabilization
is_completed; and the area is backfilled. Isolation area dewateiing will be stopped during rain and
associated flooding events that exceed pumping capacity, and thé creek flow will be permitted to

enter the isolated dredging area. Dewatering will resume subsequent to flood crest. Water from -
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. the isolation area dewatering will be sent to the waste water treatment plant via pipeline at the
John Street TCRA Support Area. The generated waste water will be processed through a series
of settling tanks, and, particulate and chemical filtration media to meet the requirements of the

SRD. The treated waste water will be discharged in compliance with the SRD.

3.2.2 Dredging of SA6-1 to SA6-2
3.2.2.1 Sediment Removal

EQ will dredge contaminated sedim’entls from the isolated Grid SA6-1 -2 area using a top-of--
Bank wet dredging approéeh subsequent to surface dewatering the isolated section. This is due to
limited work space access along the westerh bank of the creek from Grids SA6-1 -2 to install a
bypass pumping system and isolation dewatering system and still have room for excavation
equipment. Therefore, only bypass pumping system corﬁponents will be installed as depicfed in-

* Figure 4, SA6 Grids 1-2 Layout. EQ will install a sump in the northwest corner of SA6-2 to
pump water from the isolated area and send water to the John Street TCRA Waste Water
Tr_eaﬁnent Plént (WWTP). EQ will dredge the area from atop the western bank with a long-reach
excavator equipped with a real time kinetic-greund positioning system (RTK-GPS) and place the - .
material into a sediment solidification box that will be pumped free of latent water before |
solidification. Water will be puinped into a holding tank to allow sediment to settle. _
Accumulated water from the holding tank wi_}l'be periodicallfpumped into the 10—inci1 transfer . .
pipeline to the John Street TCRA (WWTP). The long-_reaeh excavator will use a smooth-edgle '

: ,bucket to exhume sediments starting in the southeast corner. The excavator will dig to the target

: depth of 18 inches, clearing sediment from the east bank to the west bank as removal progresses |

_ to the north in a downstream direction.

EQ will then add solidification material to prepare the exhumed sediment for load-out and
transfer to the John Street TCRA Stagmg Pad. EQ will use either a crystallized polymer
absorbent medla Calciment® solidification media, or a combination of both media to
expeditiously solidify exhumed saturated sediments. The polymet material is advan‘tageous in -
that typically orily 3% is required to absorb 300 times its weight in water. The crystalline media .

has a very minimal dust.component. The di_sadvantages are cost and absorption time,
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and the end matrix is a gel that creates material handlin_g issues at the disposal facility.
Therefore, Calciment® may be added to expedite solidiﬁcatlon and create better load-beal'ing' |
material for landfill burial. Calciment® in 1-cy super sacks - will be staged near the solidiﬁcation
box so that the solidification material can be added to wet sediment in‘a controlled manner with
minimal dust emissions. Once sediments are sufficiently cleared, the e)icavator operator will load

transfer clump trucks, and material will be sent to the John Street TCRA Staging Pad.

3.2.2.2 Contaminated Sediment Removal and Transfer to Staging Area

- Dump trucks will access the site from Stockbridge Avenue and proceed to the load-out area
‘whete they will be loaded with exhumed sediment. The load-out area will be covered with -
 plastic sheeting draped back into the active excavation area to allow for containment and
-recovel'}lf of spillage from loading operations. Excavator operators will take special care during
_ 'loacling' so as to not spill sediment. Truck drivers will cover their loads and brush off loose
material accumulations onto the plastic sheeting before proceeding to the truck tire wash. Truck
drivers will complete a bill-of-lading shipping document prior to departing the Kalamazoo Public
Serv1ces Facilities from the Stockbridge Street exit. Trucks will follow the path over Kalamazoo

City streets described in the Traffic Control Plan.

-3.2'.2.3-Post;Excavation-Sampling

EQ will support the START contractor in post-e)_(cavation sampling of the contaminated soil
removal area following the methods and procedures described in the confirmation sediment
collecliOn sampling described in the FSP. EQ will provide laboratory analyses through a |
‘competitively procured laboratory. Sampling and analyses will be performed in accordance with
the QAPP and FSP prepared.by EQ for the site dated September 2011 and August 2011, |
respectively. Sampling locations will be marked in order to document locations during post- -
excavation survey Operatione. Turnaround time for sample analyses will be determined at/or
“near the time. of collection subject to time constraints with other site operations. If cleanup
performance standards/goals are met in all areas of contaminated soil removal, work will proceed

to close out the excavation. Ifa portion of any area and/or all areas fail to meet perforrrlance

standards/goals, an additional 6 inches will be excaifated and the area re-sampled. The sarnpling
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and excavation process will be repeated as needed (or as directed by the EPA OSC) until the
" entire excavation area meets cleanup pe;forfnance-standards/ goals before proceeding with .

excavation closeout activities.

3.2.24 Pgst—Excavaﬁdn Survey

- EQ will coordinate with the EPA OSC and EPA FIELDS Group to conduct post-excavation -
surveying as described in thé post-excavation surveying of _SA6, and EQ will prepare as-built

-drawings and make required volume removal calculations.

3.2.2.5 Toe of Bank Restoration

Toe of ,banks will be restored as described in EQ’s Restoration Plan dated September 2011. '

3.2.2.6 Backfill of Creek Bottom
l Subsequeht to toe of bank resforation (if required), EQ will begin deploying a sand and gravel

mix (bank run) to backfill the éreek'bott(‘)m in accordance with. EQ’s Restoration Plan dated

September 2011.- -

3.2.2.7'Po§t Backfill Survey

EQ will coordinate with the EPA OSC and EPA FIELDS Group to conduct post-éxcavation
sUrVeying of SA6 grids subsequent to successful removal of contaminated soil to cleanup
performance standards/goals. The EPA FIELDS Group'will perform pbst-excav_atio_n surv.eying _
" to document removal depths. The EPA FIELDS Group will provide survey data to EQ to
generate as-built drawin_gs and make cut-to-fill calculations tb determine the volume of _

contaminated soil removed.

323 Excavate Grids SA6-3 to SA6-7

EQ will excavate contammated sedimernits from Grids SA6-3 through SA6-7 by usmg a long-

- . reach excavator from atop the western bank of Portage Creek to dredge the grid areas in the dry

Figure 5, SA6 Gr1ds 3-7 layout, depicts the installation of water ma.nagement contfols to be
* utilized to facilitate dredging in the dry '
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EQ will leave the previously installed coffer dam between Grids SA6-2 and SA6-3 and install a
second cofferdam across the stream channel at the downstream end of SA6-.7 to isolate the
removal grid area from the upstream and downstream creek flow. A'3-sided cofferdam may be
constructed around the 12-inch storm water outlet into the SA6-6 grid area. EQ will reuse sheet
piling used for the upstream cofferdam and storm water outlet cofferdams from removal grids
SA6 1-2.

The dewatering subcontractor will install a creek bypass pumping system just l_ipstream from the
' SA6;3 cofferdam. The discharge lines will be routed out and around the work area to maximize
the work space adjacent to the creek. EQ will install temporary timber mat bridges over the
discharge lines where they cross the access road parallel to the creek so that sediment t_lraps,fcr
trucks can péss over. The mat bridges will be relocated as necéssary as dfedging work
“progresses. The déwate_ri_r_lg contractor may also install a storm water bypass pump at the 3-sided
cofferdam in Grid SA6-6. These discharge lines will be directed into rock-filled miser boxes
positioned in the creek channel downsﬁeam of the isolated removal area. They are referred to in
Figure 5, SA6 3-7 Layout, as rock discharge boxes. These used stone miser boxes will be 16 to
20'cy in capacity. EQ will make numerous sidewall perforations to allow water to drain from the
‘boxes, and EQ will partially. fill the rock boxes with 1-3-inch mean rock. The rock and
pqrforations wﬂl reduce disqhargé stream velocity and disperse discharge flow back into the
creek to minimize the pumi) discharge impact on in-stream sediment. A sediment curtain and
- turbidity monitoring station will be positioned downstream of the rock dischafge boxes as

additional sedimentation control measures as described in Section 3.1.5.

The dewatering contractor will install groundwater depression wells along the west side of the
~ creek channel to bypass groundwater infiltration into the isolated removal grid area. Details of
the construction of the groundwater depression wells and associated pumping system will bé

determined subject to procurement of a dewatering subcontractor. Intercepted groundwater

3-15 ' December 2011



918

110 12qua0a(q

Environmental Quality Management, Inc.

Portage Creek TCRA
Technical Memorandum for SA6 Contaminated Sediment Removal

SAS-D1 &N

AREA SA5D )
&
™
\/

S/\6-1 4

SAB-13

AREA SAB
SAB-8

LEGEND
() 1"SIPPER WEL.S
() CRCUND WATER DEPREESION WELLS

,—— GROUND WATER
Vi DEPRESSION WELL
/F\{'\SIPPER WELLS

SAG-7

1" SIPPERWELLS WILL DFWATER ISDL ATED: EXCAVATION ARFA TO
TARGET ELEVEATION BELOW REMOVAL DEFTH, WATER
RECOVERED WITH VACUUM PUMP WILL BE SENT VIA 10" PIPELINE
TO JOHN STREET TCRA WWTP

GROUND WATER DEPRESSION WELLS WILL DRAWDOWN GROUND
'WATLR TABLLC ELCVECATION TO BE DISCHARGED BACK INTO CREEK
DO'WNSTREAM OF ISOLATED AREA. THIS WILL MINIMEZE AMOUNT
OF WATER TO BE PROCESSED IN BY WWTP.

SAB-5

SAE-4

EDIT BUILCING LABELS 12081 ] RAC "o
”Tw,,,s [ mmom | =B NOME
PORTAGE CREEK
SA-6 CONCEPTUAL VIEW
ExBORENTA QuAIY ISOLATION WATER MGMT.
momann, — [EE mes S
fg"mz R N30281.0087 FIGURE 6 0

Figure 5. SA6 Grids 3-7 layout




Environmental Quality Management Inc. - Portage Creek TCRA
. Techmcal Memorandum for SA6 Contammated Sedlment Removal

recovered from the depression of the groundwater table will be discharged back into the creek
through rock discharge box(es) located downstream of the SA6-7 isolation dam. A conceptual
view of the groundwater depression system pumping operations is depicted in Figure 6,

Conceptual View of Isolation Water Management.

- The dewatenng subcontractor will install 1solat10n area sediment dewatermg well poirits to
maximize water removal from the sediment prxor to excavation. This operation is also depicted

 in Figure 6.

Once wafer 'management cont}'ols are in place, the long-reach ekcavator with RTK-GPS and
smooth bucket will begin excavating contaminated sediments from the sbu_theast corner of SA6-3
and continue working to the north. The use of the solidification bok and solidification media
will be inCorpbrated as needed. The remai_nder of the operations will be performed in a similar

“manner as those presented in Section 3.2.2.

'3.2.4 Excavate SA6-9 to SA6-14

SA-9 through SA_-M will be excavated by using smallér éxcavation equipment in the creek
channel to remove sediment from SA6-14 south back to SA6-9. Material handling and transfer
operations will be eqndu(:ted in SA6-8. Sediment removal operations for SA6-8 will be |
described in the following section. To prevent cross contamination from conducting sediment
removal operations and creek channel restoration activities from SA6-8, the grid will be coi/ered
with geotextile filter fabric and HDPE road mats. Sediment removal operations will be
| conducted from primarily within the creek because the Ice Rink Building along the west bank of
the creek .does not permit sufficient working room to conduct sediment remeva} with a long-
reach excavator except at Grid SA6-14 and some of Grid SA6-13. Dredging will still be ‘
performed in the dry with cofferdam isolation and dewatering. predging will be conducted from
 within the creek by constructing a temiporary access road using HDPE road mats such as the .
- Durabase ® road mat system or equivalent. EQ will remove contaminated sediment by u_sing.

smaller equipment from within the creek channel werking from north to south.
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EQ will dredge sections SA6 9-12 and a portion of SA6 13 from within the creek channel, and
dredge the remainder of SA6 13-14 with a long-reach excavator from the top of the creek bank.
During the excavation of SA6 13-14, rernoved sediments will be plaeed in crawler carrier
tracked dump trucks to transfer material back to SA6-8 for solidification as rieeded and load-out
into over-the-road transfer trucks. EQ vudll establish water manage'ment practices in a similar

manner as those described in Section 3.2.3 and as depicted in Flgure 7, SA6 Grids 9-14 Layout

to facilitate sediment removal operatlons

EQ will need tocuta ramp into the SA6-8 area to facilitate access to the creek channel so that -
excavation equipment can work within the footprint of the creek channel. EQ will exte_nd an

HDPE mat roadway down the center of the channel from the ramp location to within 25 feet of

| _the north end of SA6-14. The HDPE mat roadway will be 13 ft wide from installing the 7-fi-
© wide by 14-ft-long mats side by side and end to end and pinning them together at their

overlapping sections. EQ will first use a long-reach excavator equipped with RTK-GPS and-a

smooth bucket to remove TSCA-contaminated sediments in the center of the creek channel.

TSCA sediments will be segregated ffom the non-TSCA sediments at the John Street TCRA

Staging Pad. The long-reach excavator w111 work from atop the west bank and load exhumed

sedlments into crawler camers for transfer to the load-out area.

EQ will then use a smaller low-ground-pressure exca\{ator in the 25,000-pound class equipped

~ with ah RTK-GPS system to direct/r'nonitor excavation progress to excavate from within the

-creek once the long-reach excavator has attained the extent of its removal reach. Dredging of the

sed1ments will progress from the north back to the access ramp locatron in SA6-8. HDPE road
seetlons will be periodically removed as dredging progresses to the south.- The excavator will be _
positi'oned at the end of the HDPE roadway to dredge the sediment. The excavator will place
exhumed sediment into the dump box of crawler carriers (tracked dump trucks) that will transfer
material to the south end of the roadway. 'The sediments will be dumped along the creek bank or
into a dewatering/stone mis_er box to facilitate load-out into over-the-road t,ra_nsferl trucks. A '

second excavator will be used to load sediment into over-the-road transfer dump trucks. If
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additional solidification is needed to dry sediment sufﬁciently to facilitate transfer to the John

‘Street TCRA étaging pad, it will be mixed in prior to loading using absorbent polymer crystals

and/or Calciment® as described earlier in Section 3.2.2.
- The reniaindcr of the steps will be performed in a similar maﬁnef as described in Section 3.2.-2.

: j3.2.5 Excavate SA6;8

EQ will complete Sedimeﬁt removal at Grid SA6-8 using a long-teach excavator operated from

atop the bank. Water management controls used for excavating SA6 9-14 will be'modified for

SA6-8 as depicted in Figure 8, SA6 Grid 8 Layout. Sediment will be removed and the creek
channel restored as described in Section 3.2.4, once the infrastructure improvements such as
geotextile and HDPE road mats for sediment transfer operationé are removed.

3.2.6 Site Restoration

3.2.6.1 Removal of Excavation Facilities and Equipment

EQ will remove non-essential facilities and equipment from the work érea._to restore the site to

‘pre-existing conditions. The fuel tank, excavation equipment, tire wash station, cofferdams,

p_umps; pipelines, etc., will be removed.

3.2.6.2 Restoration Planting

- EQwill perforrf)‘restoration planting as described in EQ’S Restoration Plan dated September

2011. The final restoration design plan will include stakeholder input accepted by EPA and
directed to EQ. R

3.2.6.3 Restoration Planting Monitoring
EQ will provide monitoring and corrective action/maintenance for 4 period of 1 year from the -

restorative pl_anting"date or as directed by EPA in accordance with EQ’s Restoration Plan dated

September 2011. EQ will also maintain erosion sediment controls until re-v_ege’tétion planting is

~ accepted or as directed by EPA.
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"32.6.4 Facili_ty Impact Repair
EQ will make repair_s to the Kalamazoo public services facil.ity caused by sediment removal
operations. EQ, EPA, and City of Kalamazoo Public Services management personnel will
'rev1ew pre-existing photo-documentation to develop a punch list of repair items to be addressed
prior to complete demobiliZation from the SA6 contaminated sediment removal area. EQ

anticipates at a minimum that this will include pefirrleter fence repair/replacement, lawn repair

and landscaping of disturbed areas, asphalt/concrete patching, and general housekeeping.
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Figure 8. SA6 Grid 8 Layout
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